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BALL  AND  ROLLER  BEARINGS
320 Republicii street, 731108, Barlad, ROMANIA

Telephone: +40235/411120, +40235/412120; Fax: +40235/308200; 413838.

http://www.urb.ro, E-mail: sales@urb.ro
	[image: image1.jpg](@

ERTE

DIN EN ISO 9001:2000
DIN EN ISO 14001:2005
Zertifikat 15 100 21267

\k Zertifikat 15 104 5175 ))

\\




 


GENERAL OFFER

1. DEEP GROOVE BALL BEARINGS, SINGLE ROW:

6000 ( 6017; 6200 ( 6220; 6300 ( 6320;

standardized in: standard, UG, RSR, 2RSR, ZR, 2ZR, N and NR constructive types and unstandardized as well.

2. THRUST BALL BEARINGS, SINGLE DIRECTION:

51102 ( 51164; 51200 ( 51268;

51305 ( 51340; 51405 ( 51430.

3. THRUST BALL BEARINGS, DOUBLE   DIRECTION:

52202 ( 52240; 52305 ( 52322; 52408 ( 52430.

4. THRUST BEARINGS, CYLINDRICAL ROLLER:

Simple direction: 81108 ( 81140; 81206 ( 81270;

Double direction:  86108 ( 86117; 86208 ( 86228

5. CAPSULATED THRUST BEARINGS, UNSTANDARDISED

- with balls: 551 Z04 ( 551 Z22;

- with cylindrical rollers:  851 Z04 ( 851 Z10.

6. CYLINDRICAL ROLLER BEARINGS, SINGLE ROW:

NU, NJ, NUP, N, RNU, RNU, NJ + HJ and  NU + HJ:

202 ( 256; 1007 ( 1092;

304 ( 344; 2203 ( 2256;

405 ( 428; 2304 ( 2348.

7. CYLINDRICAL  ROLLER  BEARINGS,  DOUBLE  ROW:

NN 3007 ( NN 3060;

NNU 4916 ( NNU 4984.

8. CYLINDRICAL ROLLER BEARINGS FOR GREASE BOX OF THE RAILWAY

ROLLING STOCK:

WJ+WJP or WJ+WUJ, with bore diameter: 110, 117, 118, 119, 120, 130,140 and 160 mm.

9. RADIAL CYLINDRICAL ROLLER BEARINGS, SINGLE ROW, WITHOUT CAGE:

- without cage:

NCF 2204V ( NCF 2230 V;NCF 2884 V

NCF 3006 V ( NCF 3040 V;

NCF 2913 V ( NCF 2972 V.

- without cage, full  complement:

NJ 2307 VH ( NJ 2340 VH.

10. TRACK ROLLER WITH AXIAL GUIDANCE:

NUTR 17 ( NUTR 40.

11. CYLINDRICAL ROLLER BEARINGS, SINGLE ROW, WITH SECTIONED RINGS:

NUBS 5118 ( NUBS 5144.

12. SPHERICAL ROLLER BEARINGS:

21307 ( 21322; 23022 ( 23084; 23936 ( 23980;

22208 ( 22264; 23120 ( 23176; 24020 ( 24080;

22308 ( 22356; 23218 ( 23264; 24122 ( 24164;

25118 ( 25129; 25226 ( 25228.25326

with:

steel cage - "C", brass cage - "MB"and "MA", or "CA" design.

13. SPECIAL BEARINGS EXECUTED AT ORDER

The rings and the rolling elements of the bearings are usually manufactured of chrome - alloy bearing steels or, in particular cases, of case-hardening steels or heat treatment steels.

Bearing tolerances have been internationally standardized in accordance with ISO standards. Bearings are generally manufactured to the tolerance class P0. At request, they can also be manufactured to the tolerances P6, P5 or special.

The basic load ratings of the bearings are established in accordance with ISO standards.

For the bearings you need, please contact:
S.C."RULMENTI" S.A. BARLAD

Address: 320 Republicii Street, 731108 VS, BARLAD, ROMANIA.

To the attention of the Sales Department

Phone: +40 235 411120, +40 235 412120
Fax: +40 235 413838, +40 235 308200
E-mail: sales@urb.ro
http://www.urb.ro
Marcel Popa
Sales Manager

S.C. “RULMENTI” S.A. BARLAD
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